
DURA  FLOW

BAĞLANTILAR / CONNECTION DİŞLİ / THREAD BSP
ÇAPLAR / SIZES 1/2″ 3/4″ 1″ 11/4″ 11/2″ 2″
AĞIRLIKLAR / WEIGHTS (KGS) 5,5 5,5 5.5 6,5 7 7,5

ÇALIŞMA ŞARTLARI / OPERATING CONDITIONS 
MAX. SICAKLIK / MAX. TEMPERATURE TMA (ºC) 250
MAX. ÇALIŞMA BASINCI / MAX. OPERATING PRESSURE PMO ( bar ) 16
MAX. FARK BASINCI / MAX. DIFFERENTIAL PRESSURE PMD (bar ) 8

YEDEK PARÇALAR / SPARE PARTS
NO AÇIKLAMA / DESCRIPTION MALZEME / MATERIAL 
1 GÖVDE 

BODY
KARBON ÇELİK - PASLANMAZ ÇELİK
KARBON STEEL  (WCB) – 304 / 316

2 TEMİZLEME TAPASI / CLEANING PLUG PASLANMAZ ÇELİK / 2Cr13
3 ŞAMANDIRA / FLOAT PASLANMAZ ÇELİK / SS 304
4 FİLTRE / FILTER PASLANMAZ ÇELİK / SS 304
5 SEGMAN / SEGMENT A3
6 KAPAK / COVER KARBON ÇELİK / CARBON STEEL (WCB)
7 ISIYA DUYARLI TERMOSTATİK  X-ELEMAN / THERMOSTATIC X-ELEMENT HASTELLOY 
8 HAVA ATICI SİTİ / AIR  ELIMINATOR SEAT PASLANMAZ ÇELİK / 2Cr13
9 KÖR TAPA / SCREW  PLUG 45
10 ORİFİS TESPİT CİVATASI / ORIFICE STOPPER PASLANMAZ ÇELİK / 2Cr13
11 ORİFİS / ORIFICE PASLANMAZ ÇELİK / 2Cr13
12 CONTA / GASKET ÇELİK / STEEL
13 KAPAK TAPASI / COVER PLUG ÇELİK / STEEL
14 KAPAK CONTASI / COVER GASKET PASLANMAZ ÇELİK + GRAFİT / SS 304 + GRAPHITE
15 SAPLAMA / STUD BOLT SAE Gr.5
16 SOMUN / NUT SAE Gr.5

1

ÜRÜN AÇIKLAMASI / PRODUCT DESCRIPTION

MODEL NO EBFH14TVPMODEL NST-55X

NST-55X Serbest şamandıralı kondenstoplar petrokimya, kağıt, gıda, petrol vb endüstrilerde buhar hatlarında ve ısıtma sistemlerinde kullanılmaktadır.
Özellikle hızlı ısıtmanın gerekli olduğu ve sıcaklık kontrolünün hassas olduğu uygulamalarda tercih edilmektedirler. Aşınacak fazla parçası yoktur.
Bundan dolayıda uzun ömürlüdür. Enerji tasarrufu sağlar. Hızlı şekilde devreye girer ve sürekli olarak kondens tahliyesi sağlar gürültü seviyesi düşüktür.
Tamiri kolaydır. Üzerindeki geniş yüzeyli filtre sayesinde uzun süre problemsiz çalışır. Koç darbesine mukavemetlidirler.
NST-55X Free float steam traps are used in the steam pipe-lines and the heating systems paper, food, petrochemical and petroleum industries ,etc.
They are especially prefered where there is need for fast heating and where heat controlling is strictly significant. It doesn’t have any wearing component
chronically. It has a long service life and notable energy savings. It starts up quickly and drains condensate continuously. Low level noise, Easy to repair.
As it has a large surface area of screen built-in, it ensures trouble free operation for a long time. They are resistant to water hammer.

SERBEST ŞAMANDIRALI (Termostatik hava tahliyeli) KONDENSTOP
FREE FLOAT STEAM TRAP WITH THERMOSTATIC AIR VENT

BOYUTLAR / DIMENSIONS 
ÇAP / SIZE L H1 H2

1/2″ 150 mm 110 mm 57
3/4″ 150 mm 110 mm 57
1″ 150 mm 110 mm 57

11/4″ 155 mm 113 mm 55
11/2″ 155 mm 113 mm 55

2″ 210 mm 113 mm 55
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